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Ceramic ferrules are essen�al parts of the standard 
drawn arc stud welding, the shear studs are insert-
ed into the center of hole of the ceramic ferrules. 
The ferrules will be pressed on the welding surface 
by ceramic ferrules holder with the force of spring 
device inside of the stud welding gun. Ceramic 
ferrules are disposable items, and they will be 
removed once welding finished.

Ceramic Ferrules for Shear Studs
- The ferrules help to shield the arc and spa�er 
from the operator. 
- The ferrules minimize the atmosphere that the 
flux must purge.
- The ferrules form the molten metal into the fillet.
- The ferrules vents allow weld gases to escape. 

Ceramic Ferrules Func�ons
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Technical Data

UF Type

SPECIFICATIONS

Model D₁  +0.5
-0 D₂ ±1 D₃ ±1 h H

UF 6 9.5 11.5 4.7 8.7

UF 8 11 15 4.7 8.7

UF 10 15 17.8 5.2 10

UF 12 16.5 20 6 10.7

UF 13 20 22.2/26“ 6.5 11

UF 15 20 26 3.6 7.5

UF 16 26 30 9.5 13

UF 19 26 30.8 14 16.7

UF 22 30.7 39 14 18.6

UF 25 35.5 41 16.5 21
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PF Type

RF Type

SPECIFICATIONS

Model D₁  +0.5
-0 D₂ D₃ h H

PF 6 8.5 11.5 3.3 6.5

PF 8 11.5 15 4.5 6.5

PF 10 15 17.8 4.5 8.5

PF 12 16.5 20 6.5 9

PF 16 20 26 7 11

PF 20 30.7 33.8 8 10

PF 24 30.7 38.5 14 18.5

PF-12-2 20 23.8 3.3 6.511.1
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Model D₁  +0.4
-0 D₂ ±1 D₃ ±1 h H

RF 6 9.5 12.2 6 10

RF 8 12 15.3 5.5 9

RF 10 15 18.5 7.5 11.5

RF 12 17 20 8 13

RF 16 20.5/26.2" 26.5/32.5" 10.8/4.5" 15.3/8.8"

RF 20 26.2/28.5" 32 5/11.5" 9/22"

RF 24 30.4 36 6/12" 12/25"

10.2

12.2

16.3/14"

17.5/20.3"

21/24.3"

6.2

8.2

SPECIFICATIONS

h
H

D2

D1

D3

h
H

D2

D1

D3


